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MULTI-POINT GROUND IN TOWER CAB.\\\\\\\\\\\\‘\\\\\\\\\\\N\\\\\\\N-
#2-0 COPPER GROUND CABLE ,////////”—“SINGLE~PDINT GROUND IN EQUIPMENT ROOM

#2-0 COPPER CABLE
GREEN W/ RED TRACER

,////////~—~ MULTI-POINT GROUND IN EQUIPMENT ROOM
MULTI-POINT GROUND IN RF BULKHEAD-—///( ‘\\\\\\\\\‘\\\\\\_~_
TRAILER CHASSIS FORMS MAIN GROUND PLATE.

USE 12 STEEL COLUMN,

REV | DATE DESCRIPTION CHECK | APRV'D

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

NORTHWEST MOUNTAIN REGION - SEATTLE, WASHINGTON
TIE TO GROUND RODS ON BOTH LEFT AND RIGHT SIDE OF TOWER.
FOR ADDITIONAL PROTECTION FOR RF LINES, SEATTLE, WASHINGTON
RF BULKHEAD GROUND PLATE MAY BE TIED
DIRECTLY TO GROUNDING ROD,

MOBILE ATCT

300 MCM GROUND CABLE
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